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LNP™ ELCRIN™ WF006JiQ 

DESCRIPTION 

LNP ELCRIN WF006JiQ compound is based on Polybutylene terephthalate (PBT) resin utilizing ELCRIN iQ upcycling technology containing minimum 37% 
Post-Consumer Recycling (PCR) weight content and 30% glass fiber. Added features of this grade include: Biocompatible (ISO10993), Low Extractables, 
Healthcare, Excellent Strength, Stiffness and Dimensional Stability. 

GENERAL INFORMATION 

Features 

Fillers 

Polymer Types 

Processing Techniques 

INDUSTRY 

Building and Construction 

Consumer 

Healthcare 

Packaging 

TYPICAL PROPERTY VALUES 

PROPERTIES 

MECHANICAL 
Pl 

Tensile Stress, yld, Type I, 5 mm/min 

Tensile Stress, brk, Type I, 5 mm/min 

Tensile Strain, yld, Type I, 5 mm/min 

Tensile Strain, brk, Type I, 5 mm/min 

Tensile Modulus, 5 mm/min 

Flexural Stress, yld, 1.3 mm/min, 50 mm span 

Flexural Stress, brk, 1.3 mm/ min, 50 mm span 

Flexural Modulus, 1.3 mm/min, 50 mm span 

Tensile Stress, yield, 5 mm/min 

Tensile Stress, break, 5 mm/min 

Tensile Strain, yield, 5 mm/min 

Tensile Strain, break, 5 mm/min 

Tensile Modulus, 1 mm/min 

Flexural Stress, yield, 2 mm/min 

Flexural Modulus, 2 mm/min 

IMPACT
111 

lzod Impact, unnotched, 23"C 

lzod Impact, notched, 23°C 

lzod Impact, notched, -30°C 

Instrumented Dart Impact Total Energy, 23"C 
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Chemical Resistance, Sustainable (Advanced Recycling), Biocompatability-lS010993, Food contact, 
Healthcare/Formula lock, Dimensional stability, High stiffness/Strength, No PFAS intentionally added 

Glass Fiber 

Polybutylene Terephthalate (PBT) 

Injection Molding 

SUB INDUSTRY 

Water Management 

Home Appliances 

Pharmaceutical Packaging and Drug Delivery, Surgical devices, General Healthcare, Patient Testing 

Industrial Packaging, Food & Beverage 

Revision 20230704 

TYPICAL VALUES UNITS TEST METHODS 

114 MPa ASTM D63B 

114 MPa ASTM D638 

2.2 % ASTM D638 

2.2 % ASTM D638 

11800 MPa ASTM D638 

210 MPa ASTM D790 

189 MPa ASTM D790 

9100 MPa ASTM D790 

139 MPa ISO 527 

139 MPa ISO 527 

1.6 % ISO 527 

1.6 % ISO 527 

10700 MPa ISO 527 

210 MPa ISO 178 

9100 MPa ISO 178 

770 J/m ASTM D4812 

82 J/m ASTM D256 

83 J/m ASTM D256 

7 ASTM D3763 

CHEMISTRY THAT MATTERS'" 
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